
Full HD 1920x1080P@25/30fps Color Camera
1/3” Sony 2.4 Megapixel Progressive Exmor CMOS Sensor
Color : 0.1Lux@F1.2, B/W : 0.05Lux@F1.2
Switchable Video Output : AHD / Composite BNC (Optional)
2D/3D Noise Reduction
Auto Shutter Mode
Lens Shading Compensation

Model CTCD-4101HD
Image Sensor 1/3”Sony 2.4 Megapixel Progressive Exmor CMOS Sensor
Video Frame Rate (Maximum) 1920x1080p@25/30fps, 1280x720p@30fps
Minimum Illumination Color: 0.1Lux@F1.2, B/W: 0.05Lux@F1.2
Video Output BNC connector (AHD) & Composite Switchable
S/N Ratio 52dB
Day&Night Mode Auto
Auto Electronic Shutter Auto 1/25 (30~1/50,000 sec.)
White Balance ATW
WDR D-WDR
Dynamic Noise Reduction 3DNR / 2DNR
Sense Up Auto
Lens Shading Compensation Auto
Lens Mount M12
Lens, Angle of View (H) f2.8mm
Power Supply ; Consumption 12Vdc ; 1.5W
Operation ; Storage Temperature -10°C~50°C ; -20°C~60°C
Operation ; Storage Humidity Maximum: RH80% ; RH90%
Dimension (mm) Ø 112 x 70(H)
Weight 220g
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