
Full HD 1920x1080P@25/30fps (AHD)
1/3" Sony 2.4 Megapixel Progressive Exmor CMOS Sensor
Color : 0.05Lux@F1.2, B/W : 0.02Lux@F1.2, 
Sense-up : 0.001Lux@F1.2
Simultaneous output: AHD / Composite BNC (Option)
OSD / CoC (Via the coax)
Fog Reduction & 2D/3D Noise Reduction & 
Sense Up Functions
Shutter Mode (AUTO / MANUAL)
Mechanical IR Cut Filter (ICR)
Lens Shading Compensation
Option : PoC (Preliminary)

Model CP-1412HD
Image Sensor 1/3" Sony 2.4 Megapixel Progressive Exmor CMOS Sensor
Video Frame Rate (Maximum) 1920x1080P@25/30fps
Minimum Illumination Color: 0.05Lux@F1.2, B/W: 0.02Lux@F1.2, Sense-up: 0.001Lux@F1.2
Wide Dynamic Range D-WDR
Video Output BNC connector (AHD)
Mechanical IR Cut Filter (ICR) Yes
OSD Menu OSD / CoC (Via the coax)
Day&Night Mode Color / B&W / Auto / IR Sync
Auto Electronic Shutter 1/25(30)~1/50,000 sec ; OUTDOOR: MAX Shutter Adjustable
Manual Electronic Shutter 1/25(30), 1/50(60), FLK, 1/240, 1/480, 1/1000, 1/2000, 1/5000, 1/10000, 1/50000 sec
White Balance INDOOR / OUTDOOR / ATW / AWB /AWC / MANUAL
WDR ; BLC ; HLC Auto / ON / OFF ; HSBLC: ON / OFF / LEVEL
Fog Reduction Auto / OFF
Dynamic Noise Reduction 3DNR / 2DNR
Sense Up ON (x2,x4,x6,x8,x10,x15,x20,x25,x30) / OFF
Language ENG, CHN1, CHN2, GER, FRA, ITA, SPA, POL, RUS, POR, NED, TUR, KOR, JPN, HEB, ARB
Image Setting FREEZE / MIRROR / V-FLIP / ROTATE / NEG.IMAGE
Privacy Zone Mask 4 Zones Programmable
Motion Detection ON: sensitivity, OFF
Lens Shading Compensation ON / OFF
Automatic IRIS ; Connector DC
Lens Adapter Built-in Varifocal Lens
Lens f2.8~12mm
Power Supply ; Consumption 12Vdc: 1.2W ; 12Vdc/24Vac: 2.2W, PoC (Option)
Operation ; Storage Temp. -10°C~50°C ; -20°C~60°C
Operation ; Storage Humidity Maximum: RH80% ; RH90%
Dimension (mm) 55(W) x 46(H) x 141(D)
Net Weight 400g
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